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R+M Nr.

340 110 410
340 110 415
340 110 420
343 110 410
343 110 415
343 110 420

	

R+M Nr.
390 004 210
390 004 215
390 004 220
330 104 310
330 104 315
330 104 320
340 104 310
340 104 315
340 104 320
343 104 310
343 104 315
343 104 320
350 104 310
350 104 315
350 104 320

R+M Nr.

340 194 310
340 194 315
340 194 320

R+M Nr.
390 010 210
390 010 215
390 010 220
330 110 310
330 110 315
330 110 320

	

R+M Nr.
390 003 210
390 003 215
390 003 220
330 103 310
330 103 315
330 103 320
340 103 310
340 103 315
340 103 320
343 103 310
343 103 315
343 103 320
350 103 310
350 103 315
350 103 320

R+M Nr.
390 012 210
390 012 215
390 012 220
330 112 310
330 112 315
330 112 320
340 112 310
340 112 315
340 112 320
343 112 310
343 112 315
343 112 320

R+M Nr.

330 128 310
330 128 315
330 128 320

	

R+M Nr.

330 193 310
330 193 315
330 193 320

R+M Nr.
390 013 210
390 013 215 
390 013 220
330 113 310
330 113 315
330 113 320
340 113 310
340 113 315
340 113 320
343 113 310
343 113 315
343 113 320
350 113 310
350 113 315
350 113 320

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 315 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

R+M Nr.

345 110 410
345 110 415
345 110 420

R+M Nr.
335 104 310
335 104 315
335 104 320
345 104 310
345 104 315
345 104 320
355 104 310
355 104 315
355 104 320

R+M Nr.R+M Nr.
335 110 310
335 110 315
335 110 320

R+M Nr.
335 103 310
335 103 315
335 103 320
345 103 310
345 103 315
345 103 320
355 103 310
355 103 315
355 103 320

R+M Nr.
335 112 310
335 112 315
335 112 320
345 112 310
345 112 315
345 112 320

R+M Nr.
335 128 310
335 128 315
335 128 320

R+M Nr. R+M Nr.
335 113 310
335 113 315
335 113 320
345 113 310
345 113 315
345 113 320
355 113 310
355 113 315
355 113 320

R+M Nr.
340 210 410
340 210 415
340 210 420

R+M Nr. R+M Nr. R+M Nr.
340 213 310
340 213 315
340 213 320
350 213 310
350 213 315
350 213 320

R+M Nr.R+M Nr.
340 204 310
340 204 315
340 204 320
350 204 310
350 204 315
350 204 320

R+M Nr.R+M Nr.
340 203 310
340 203 315
340 203 320
350 203 310
350 203 315
350 203 320

R+M Nr.
340 212 310
340 212 315
340 212 320

R+M Nr. R+M Nr.
460 010 208
460 010 210
460 010 215

R+M Nr. R+M Nr.
460 004 208
460 004 210
460 004 215

R+M Nr.
460 003 208
460 003 210
460 003 215

R+M Nr. R+M Nr. R+M Nr.
460 012 208
460 012 210
460 012 215

R+M Nr.
460 013 208
460 013 210
460 013 215

	 	 	 	
2SC	 6	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1ST	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
Polya	 6	 160 bar	 60 °C	  8 m
				    10 m
				    15 m

M22 - Ø10 
            (15,5)

M22 - Ø10 
            (15,5)

M22 - 3/8“ M21 - M24 M22 - 1/4“M21 - M27 M22 - 3/8“M22 - Ø10 
            (18,0)

M22 - M22

High Pressure Hoses & Hose Fittings

High Pressure Hoses

Further hoses with plugs  
are on page 86.

All instruments are steel zinc plated. The hoses are also available with stainless steel bonding. Please be so kind as to state 
the following on your order: R+M Nr. plus number; 
7 = Plug and Crimp VA                8 = Plug VA                9 = Plug, Crimp and Connection VA

QSC - Plug ** Quick Screw Coupling - Male Thread QSC - Female Thread

Hose with single wire braid and thin rubber cover

Hose with double wire braid and thin rubber cover

Hose with single wire braid and thick rubber cover

Plastic hose with single fabric braid

 ** not to be used for patented Karcher guns.

suitable  system 2000

suitable  system 2000

suitable  system 2000




