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R+M Nr.   
734 10 3/4" 61 mm

R+M Nr.  
733 00 46 mm
733 05 46 mm
733 10 52 mm
733 20 59 mm
 

3/8"
1/2"
3/4"
1"
1.1/4"

R+M Nr. 
733 004 45 mm
733 054 47 mm
733 104 53 mm
733 204 59 mm
733 304 68 mm

R+M Nr.  
732 80 18 mm 42 mm
732 70 22 mm 38 mm
732 60 28 mm 50 mm
732 90 36 mm 57 mm
732 95 43 mm 65 mm

13 - 19 mm
19 - 25 mm

R+M Nr.   
200 035 500 80 147
200 035 530 80 147    

R+M Nr.   
200 035 510 80 147
 

R+M Nr.   
200 035 600 86 225
200 035 630 86 225

Low Pressure Equipment

Low Pressure Intake Valves

Valve nylon with rubber seal. Stainless steel 
spring. Avoids backfl ow in any position.

Intake fi lters. Nylon 
thread. Stainless steel 
mesh.

Return Valves & Intake Filters

Backfl ow preventer. Avoids pressure spikes in 
water intake line. Particularly protects axial 
piston pumps. Flat seal. Required when direct 
connection to pump.

Back Flow Preventors

Manometers

Suttner Intake Filters & Suction Sets
ST-35 for Water

Heavy version made 
out of plastic. Valve 
nylon with rubber seal. 
Stainless steel spring 
and screen.

Suction Sets with ST-35

Further pressure gauges are on page 53.

R+M Nr. pressure range 
547 10 0 - 16 bar

R+M Nr. pressure range 
548 90 0 - 25 bar
549 00 0 - 40 bar

R+M Nr. pressure range 
547 50 0 - 12 bar

R+M Nr.    
731 12 without valve *  ÜM 3/4" F 3 m
731 21 with valve * ÜM 3/4" F 3 m

new

Without check valve Without check valveWith check valve

 40 mm. Housing plastic. 
Inlet at bottom 

 63 mm. Housing stainless steel. 
Inlet at bottom

 40 mm. Housing plastic. 
Inlet back

UndampedGlycerin Filled Undamped

R+M valvesYORK valves

* check valve




