
20

02

190 max.

180

3/4"

max. 230 

180

3/4"

DN14

0-80

max. 275

175

350 140

max. 270

DN 15 0-80

R+M Nr.  
020 000 780 3/4" 7 l

R+M Nr.
020 000 800

R+M Nr.
200 008 495

R+M Nr.
701 35

R+M Nr.
701 001

R+M Nr.
701 42

R+M Nr.
701 41

R+M Nr.
701 43

ST-10

Low Pressure Equipment

Float Tanks & Float Valves

With intake spray wall. Avoids air circulation

Cover ST-10

Seal Kit ST-8

Ball PEKI

Ball ST-8

Seal Kit PEKI

Accessories AK Valves

Membrane AK

ST-8 with Ball

PEKI without Ball

AK with Ball Horizontal

AK with Ball Vertical

Hose barb DN 13 mmClamp

Ball AK

R+M Nr.  inner diameter
200 008 520 1/2" F 12 mm

R+M Nr.  inner diameter
701 00 16 l/min  8 mm
701 05 30 l/min 12 mm

R+M Nr.   inner diameter
701 40 3/8" M 3/4" M 10 mm
701 401 1/2" M 3/4" M 10 mm
701 402 3/4" M 3/4" M 10 mm

R+M Nr.   inner diameter
701 404 3/8" M 3/4" M 10 mm

R+M Nr. 
711 60 3/4" F

Brass / plastic. 
Max. 10 bar / 60 °C / 22 l/min

3/8" M. Brass. Max. 10 bar / 80 °C

Plastic. Pressure 0,3 - 10 bar. 
Max. 60 °C / 22 l/min

Plastic. Pressure 0,3 - 10 bar. 
Max. 60 °C / 22 l/min

Symbols   Thread   Inlet   Outlet   Flow   Filter   Height   Material   Volume   Type   Marking

R+M Nr. 
030 000 180 swimmer

020 000 610  tension screw




