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R+M Nr.  
200 261 500  30 l/min

 

R+M Nr.  
200 261 560  � 11 l/min
200 261 570  11 - 15 l/min
200 261 580  15 - 21 l/min

R+M Nr.  
200 260 730  11 - 15 l/min

R+M Nr.  
200 280 510  30 l/min

R+M Nr.  
200 260 735  15 - 21 l/min

R+M Nr.  
200 261 559  30 l/min

R+M Nr.  
200 261 655  30 l/min

R+M Nr.  
200 261 550  30 l/min

High Pressure Equipment

Suttner Regulation Valves

 = Inlet 1/2" F.  = Outlet 3/8" F. With block for 
mounting and injector. Without handgrip.
Max. 250 bar / 80 °C
For IP Pumps:
W92 - W101 - W131 - W132 - W151

ST-280 Standard 

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

ST-261 for INTERPUMP

ST-261 for INTERPUMP

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Without handgrip. Max. 250 bar / 80 °C

ST-261 Panel Mounted with Pressure Switch

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

 = Inlet 1/2" F.  = Outlet 3/8" F. With block for 
mounting and injector. Without handgrip.
Max. 250 bar / 80 °C
For IP Pumps:
W70 - W71 - W91 - W98 - W99 - W995 - W997 - 
WS137 - WS149

ST-261 with Pressure Switch

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

new

new

ST-261 Panel Mounted with Handgrip

ST-261 Standard without Chemical Injector ST-261 Standard with Chemical Injector




