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R+M Nr.  
533 40  11 - 15 l/min

R+M Nr.  
533 31  35 l/min

R+M Nr.  
532 801 5 max. 170 bar 80 l/min
532 802 8 max. 310 bar 80 l/min

R+M Nr.  
533 351  35 l/min

R+M Nr.  
532 093 0  30 l/min

R+M Nr.  
532 235 0  30 l/min

VB80

VB75 VB9

High Pressure Equipment

Regulation Valves

Loosen � xing nut (A) and take o�  handgrip.  
Also loosen nut (B) and � xing nut (C). Put 
handgrip back in position without � xing it.
Switch on hp cleaner and press trigger of gun.

While keeping an eye on the gauge`s pressure 
slowly tighten the handgrip.
When working pressure is attained turn hand-
grip one rotation tighter. In this position nut 
(B) must be next to the handgrip. Otherwise, 
nut (B) has to be adjusted until this position is 
reached.

Take o�  handgrip and � x nut (C) against nut 
(B).

Unscrew the handgrip until it bumps to nut. 
Press trigger of gun several times in order to 
control the working and switching pressure.
If necessary, repeat phase 2.

Turn handgrip back until minimum/steam 
pressure stage is obtained (according to indi-
cation of manufacturer). Mount � xing nut until 
swing of grip. Fixing nut (A) de� nes the stage 
of low and steam pressure, nut (B) de� nes the 
stage of working and switching pressure.

Setting up of a Regulation Valve

 = Inlet 3/8" F.  = Outlet M22 M.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 60 °C

UL 250 with Chemical Injector

 = Inlet 3/8" F.  = Outlet 3/8" F.   = Bypass 
1/4" F.  = Gauge connection 1/4" F. Check 
valve standard. Max. 250 bar / 80 °C

 = Inlet 1/2" F.  = Outlet 1/2" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 90 °C

 = Inlet 1/2" F.  = Outlet 3/8" F. With banjo-
bolt. Suitable for IP50, IP44, IP47, IP60, IP63 / 
Speck NP16. 
Max. 250 bar / 90 °C

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
3/8" F.  = Gauge connection 1/4" F. 
With Microswitch.
Max. 250 bar / 90 °C

UL 250 Standard

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. Check 
valve standard. Max. 250 bar / 60 °C

UL 250 Panel Mounted

Symbols   Flow   Pressure
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