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R+M Nr.  
010 000 02  60 l/min

R+M Nr.
533 304 001

R+M Nr.  
533 304  30 l/min

R+M Nr.
533 304 002

R+M Nr.
121 412 9

R+M Nr.
121 412 91

R+M Nr.
200 280 526

R+M Nr.
200 280 646

R+M Nr.
200 261 527

R+M Nr.
200 260 547

R+M Nr.
200 261 526

R+M Nr.
200 261 513

R+M Nr.
200 261 528

R+M Nr.
090 000 050

R+M Nr.
200 060 725

R+M Nr.
050 000 370  1
200 061 500  2

ST-261

BKX

W2

R+M Nr.    
010 002 30 W2-1 11 - 15 l/min 63 18
010 002 31 W2-2 16 - 21 l/min 63 18
010 002 35 W2L-1 11 - 15 l/min 73 20
010 002 36 W2L-2 16 - 21 l/min 73 20

W3

R+M Nr.  
010 002 40   7 - 11 l/min
010 002 41  11 - 15 l/min
010 002 42  16 - 21 l/min

UL 250ST-280

High Pressure Equipment

Repair Kits Regulation Valves

R+M Regulation Valves INTERPUMP Regulation Valves

INTERPUMP Regulation Valves

Info about the valves 
K1 . K3 . K5 . K7 . K9 . BKX

By means of the valves 
the pressure can be 
zeroed in the entire 

system (pump and hose).

 = Inlet 1/2" F.  = Outlet 3/8" M. 
Max. 250 bar / 60 °C

 = Inlet 1/2" F.  = Outlet 3/8" M. 
Max. 200 bar / 60 °C

 = Inlet 1/2" F.  = Outlet 1/2" F. 
 = Bypass 3/4" F. Max. 600 bar / 80 °C

Standard With ball check 
valve

Piston Pressure switch

Pressure rod Handgrip

HP check valve MicroswitchChemical check 
valve

Metering valve Type C

Type D

Seal kit A

 = Inlet 3/8" F.  = Outlet 3/8" F.  = Bypass 
1/4" F.  = Gauge connection 1/4" F. 
Max. 250 bar / 80 °C

R+M 550 Standard Repair Kits R+M 550

Seal kit B

new

new




