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R+M Nr. Kit Nr. 
340 051 01 51 TIMAX
340 058 01 58 K5
340 059 01 59 K3
340 060 01 60 K5
340 061 01 61 K3
340 070 01 70 K7
340 072 01 72 HM
340 093 01 93 W2, W2L
340 094 01 94 W2, W2L

R+M Nr.   
531 00 1/4" 25 l/min 47 mm
531 10 3/8" 40 l/min 54 mm
531 20 1/2" 80 l/min 66 mm

R+M Nr.   
531 50 1/4" 25 l/min 47 mm
531 60 3/8" 40 l/min 54 mm
531 70 1/2" 80 l/min 66 mm

R+M Nr. 
910 50 1/2"

R+M Nr.  
010 002 00  5 - 41 l/min

R+M Nr.  
010 010 01  200 l/min

High Pressure Equipment

Thermal Relief Valves

Valve with copper sonde. Working temperature 
63 ¡C. Max. 10 bar.

Assembly Instructions of Valve

High Pressure Intake Valves RPM-Regulators
IP Adjustable

INTERPUMP Regulation Valves

Brass. Opening pressure 0,4 bar. 
Max. 150 bar / 90 ¡C

Stainless steel. Opening pressure 0,4 bar. 
Max. 400 bar / 90 ¡C

 = Inlet 3/8" F.  = Outlet 3/8" M.  = Bypass 
3/8" F.  = Gauge connection 1/4" F.
Max. 200 bar / 80 ¡C

 = Inlet 3/4" F.  = Outlet 1/2" F. 
 = Bypass 1" F.

Max. 60 bar / 80 ¡C

Regulator with string 1000 mm. Min. 50 bar.
Max. 200 bar / 75 ¡C

Symbols   Thread   Inlet   Outlet   Flow   Height   Type

Repair Kits

R+M Nr. 
995 000 00 3/8" M

 




