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CHEM 

R+M 300

R+M Nr.
200 060 725

R+M Nr.
544 301 1

High Pressure Equipment

High Pressure Phase

Low Pressure Phase

R+M Injectors

3/8" M. Stainless steel. The chemical dosing is 
adjusted by 8 exchangeable nozzle inserts 
(0.5 - 2 mm). With peak seat.
Max. 200 bar / 90 ¡C

Functional principle 
of a Chemical Injector

Chemical Injectors

R+M 300 with Quick Screw Coupling

The operation of the Injector depends on:
1  Choice of the type in relation to output of 

the hp cleaner.
2  The di� erence of pressure allows addition of 

chemical products occurred by special e� ect 
of "venturi" nozzle. This e� ect is given, when 
the water also rinses through the low pres-
sure nozzle. This has a bigger ori� ce than the 
hpnozzle and is mounted on the spray lance 
(E. g. at a double lance).

3  Length of the hp hose (should not be longer 
than 20 m).

4  Internal diameter of the hp hose. (as longer 
the hose, as bigger its internal diameter). 
Hose extensions injure output of the injec-
tor.

high pressure nozzle

high pressure nozzle

low pressure nozzle

Symbols   Thread   Inlet   Outlet   Flow l/min   Pressure   Nozzle

R+M Nr.    
541 69 3/8" M 3/8" M  8 - 11 1,8
541 70 3/8" M 3/8" M 11 - 16 2,1

R+M Nr.    
541 034 730 3/8" M 3/8" M 11 - 16 2,1
541 034 740 3/8" M 3/8" M 16 - 21 2,3

R+M Nr.    
544 318 11 M22 F M22 M  8 - 11 1,8
544 321 11 M22 F M22 M 11 - 16 2,1
544 323 11 M22 F M22 M 16 - 21 2,3
544 318 12 M21 F M21 M  8 - 11 1,8
544 321 12 M21 F M21 M 11 - 16 2,1
544 323 12 M21 F M21 M 16 - 21 2,3
544 318 13 1/2" F 1/2" M  8 - 11 1,8
544 321 13 1/2" F 1/2" M 11 - 16 2,1
544 323 13 1/2" F 1/2" M 16 - 21 2,3

R+M Nr.    
544 318 14 M22 F M22 M  8 - 11 1,8
544 321 14 M22 F M22 M 11 - 16 2,1
544 323 14 M22 F M22 M 16 - 21 2,3
544 318 15 M21 F M21 M  8 - 11 1,8
544 321 15 M21 F M21 M 11 - 16 2,1
544 323 15 M21 F M21 M 16 - 21 2,3
544 318 17 1/2" F 1/2" M  8 - 11 1,8
544 321 17 1/2" F 1/2" M 11 - 16 2,1
544 323 17 1/2" F 1/2" M 16 - 21 2,3

R+M Nr.    
544 318 0 3/8" F 3/8" M  8 - 11 1,8
544 321 0 3/8" F 3/8" M 11 - 16 2,1
544 323 0 3/8" F 3/8" M 16 - 21 2,3

R+M Nr.    
544 318 1 3/8" F 3/8" M  8 - 11 1,8
544 321 1 3/8" F 3/8" M 11 - 16 2,1
544 323 1 3/8" F 3/8" M 16 - 21 2,3

Without metering valve. 
Max. 220 bar / 90 ¡C

With metering valve. 
Max. 220 bar / 90 ¡C

With metering valve. 
Max. 220 bar / 90 ¡C

With metering valve. Suction hose 1 m. 
Suction � lter ST-31. Max. 220 bar / 90 ¡C

Stainless steel. With metering valve. 
Max. 390 bar / 90 ¡C

Chemical check valve Metering valve

Stainless Steel
new

Repair Kit R+M 300




