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R+M Nr. 
822 30 6 mm

R+M Nr. 
822 25 8 mm

R+M Nr. 
822 35 8 mm

R+M Nr.
829 00

R+M Nr.
829 50

R+M Nr.
829 201

R+M Nr. 
830 60  24 V
830 70 230 V

R+M Nr. 
832 50  500 mm
832 40 1050 mm

Rapa M13

Danfoss FPHB 5

R+M Nr.   
835 00 M6 x 1 230 V 30 - 110 W

Burner Equipment & Coils

Fuel Filters

Fuel Solenoid Valves

Fuel Pumps Drive Pegs

Rapa BV 01 without Cable

Coupling for Shaft  6 mm Coupling for Shaft  8 mm short Coupling for Shaft  8 mm long

Fuel Prewarmer
Delta without Cable

Delta with Cable

Inline FilterCan Type

Cable Connection for 
Fuel Prewarmer

point function 
A phase (supplying) black
B neutral (supplying) blue
C exterior controlling (phase) brown
D ground yellow/green 
OTR prewarmer thermostat

Cable with ConnectorSpare Coil Rapa

R+M Nr.    
829 10 1/4" F 1/4" F 65,0 mm 95,0 mm
829 20 3/8" F 3/8" F 69,5 mm 93,5 mm

R+M Nr.  voltage
830 10 1/8" F  24 V
830 20 1/8" F 230 V
830 30 1/4" F  24 V
830 40 1/4" F 230 V

R+M Nr.  voltage
831 00 1/8" F  24 V
831 10 1/8" F 230 V

Closed in o� -position. Max. 24 bar / 60 °C Closed in o� -position. Max. 24 bar / 60 °C

1/8" M - 1/4" M. Closed in o� -position. 
Max. 25 bar / 60 °C.

Symbols   Thread   Inlet   Outlet   Length   Height   Diameter   Voltage   Colour

Filter ElementFilter Element 

R+M Nr.  voltage
831 30 1000 mm  24 V
831 35  700 mm 230 V




