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R+M Nr. 
811 03 230 V

R+M Nr.  
811 01 NEMA 1 172 mm
811 02 NEMA 2 184 mm

R+M Nr. 
810 00 230 V

R+M Nr.
852 20

R+M Nr.
852 30

R+M Nr.
855 00

R+M Nr.
852 70

Burner Equipment & Coils

Burner Motors
Motor with Pump Shaft 32 mm

Flange for Burner Motors

Cable Connection for 
Motors right and left

left rotation right rotation

Flange and Pump Shaft 32 mm

Ignition Transformers
May & Christe with Flange. Cable on Top May & Christe with Flange. Cable on Side

FIDA/COFI without Flange. Cable on Side

FIDA/COFI without Flange. Cable on Side

May & Christe without Flange. 
Cable on Top

May & Christe without Flange. Cable on Top

May & Christe without Flange. 
Cable on Side

TRAFO-UNION with Flange. Cable on Side

Ignition Cable

Connectors

With connector. 6.3 mm per metre

BERU angle Blue angle

Double connectorDouble connector with cable Universal

Output 2 x 4000 V / 12 mA / 100 % ED
R+M Nr.  cable 
805 00 812 C 350 mm 230 V

Output 2 x 5000 V / 20 mA / 100 % ED
R+M Nr.  cable 
805 40 1020 C 700 mm 230 V
805 50 1020 C 700 mm 400 V

Output 2 x 6000 V / 20 mA / 100 % ED
R+M Nr.  cable 
800 70 Z20 120 E-9 650 mm 230 V

Output 2 x 5000 V / 11 mA / 100 % ED
R+M Nr.  cable 
800 30 Z11 100 E-11 500 mm 400 V

Output 2 x 5000 V / 23 mA / 33 % ED
R+M Nr.  cable 
800 80 ZA 23 100 E-81 500 mm 230 V

Output 2 x 4500 V / 10 mA / 100 % ED
R+M Nr.  cable 
800 90 ZM 10/9-317 500 mm 230 V

Output 2 x 5000 V / 10 mA / 100 % ED
R+M Nr.  cable 
800 00 Z10 100 E-59 650 mm 230 V
800 10 Z10 100 E-45 400 mm 230 V

Output 2 x 5000 V / 10 mA / 100 % ED
R+M Nr.  cable 
800 20 Z10 100 E-1 400 mm 230 V

Output max. 150 W - 1,3 A. Cable 500 mm. 
Right or left rotation

Output max. 110 W - 0,88 A. Cable 500 mm. 
Left rotation

R+M Nr. cable
852 14 700 mm

R+M Nr. 
855 15 black 180 mm

855 20 red 180 mm

855 30 red 400 mm

R+M Nr. 
855 50 black

855 40 red

 

 function
brown+blue phase

black+white neutral

yellow/green ground

 function
brown+white  phase

black+blue  neutral

yellow/green ground




